
Three bollards to be installed
(WSD12/15) at each end of
proposed scheme to prevent
vehicle usage. Demountable
bollards to be used to allow
maintenance and emergency
access.

Existing Lighting Columns. From
north to south LC2, LC3, LC6. All

existing posts to be upgraded and
new pole to be added on the

southern ramp.

Existing Concrete to be
replenished

Existing Nameplate to be reset or
replaced as agreed.

Motor Vehicle Prohibited Signs to
be installed following Traffic Order

Motor Vehicle Prohibited
Signs to be installed
following Traffic Order

New Road Nameplate to be Installed
as per HM910-SNP

Two new close boarded fences,
as per WSD 3/1 to be installed
back to back with existing fence
lines
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Leveling up fund

Location: 

CONSTRUCTION

NOTES
Site Clearance to be done prior to commencement

To be used in conjunction with Walsall Standard details

Existing kerbs to be assessed on condition and
replaced where needed

New Road Layout Signs to be installed on LC 1 (East
Acre) & LC 10 (New Road)

HB2 to be tied into BN3 using Dropper Kerb as per
WSD
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Proposed  HB2 kerbs

Proposed  Footway

Existing Concrete

Proposed Bollard WSD12/15

Existing Street Nameplate

Existing Lighting Columns

Proposed  BN3 kerbs
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